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€ GHENGHE PIPE

ERW STEEL PIPE/TUBE Brief introduction

ERW ACERO CANERIA/TUBO Cixi Chenghe Pipe Industry Co., Itd begins its activities in 1993 in Ningbo- an east coastal city in China.
Chenghe is a professional pipe manufacturer specialized in welded pipes, galvanized steel pipes and steel
electrical conduit with ISO 9001 certificate. With more than 10 years rich experiences and strong technique
force and sourcing ability in pipe industry, chenghe recognized herself among competitors and earned great
reputation of quality, reliability and capability.

Now Chenghe is one of the leading pipe exporter in southeast China. Products covers many areas in
the world including USA, Europe, Australia, South East Asia, Africa and Middle East.

ASTM A53 A500 A513  F1083 A795 A106
BS 1387-1985 (AS1163) 4568
DILSAW PIPE DIN 2440 2441 2442 2443 2444 1626
ANSI C80.1 C80.3  C80.6
JIS G3452 G3454  CB305
uL 797 1242 6
EN 10255 10240 39
ISO 65 A
NBR 5580M/P 5590 13057 5624/ 5597 5598

D/LSAW CANERIA

ELECTRICAL CONDUIT
ELECTRICO CONDUIT

SEAMLESS STEEL PIPE
(ACERO CANERIA SIN COSTURA)

Cixi Chenghe Pipe Industry Co.,Ltd
www.nbchenghe.com




CHENGHE PIPE PRODUCTS

ERW Steel Pipes

Based on customer's requirement, ERW (electric resistance welded) steel pipes and tubes are available in
various qualities, wall thicknesses, and diameters of the finished pipes. While manufacturing ERW steel pipes,
only high—quality, continuous—-cast, fully killed, control-rolled, fine-grain, low—carbon steel is used.

Black Steel Pipes

Steel is easy to rust and corrosion, so our black pipes are coated with protective oil. Those black steel are
used for manufacturing pipe and tube, which will not rust for a long time and requires very little mainteance.

Black steel pipes and tubing are cut and threaded to fit the job. Fittings for this type of pipe are of black
malleable (soft) cast iron. They connect by screwing onto the threaded pipe, after applying a small amount of
pipe joint compound on the threads. Black steel pipe is cut either with a heavy-duty tube cutter or cutoff saw or
by hacksaw.

Widely applicable for ordinary uses in water, gas, air and steam, black steel pipes and tube are utilized for
gas distribution inside and outside the house and for hot water circulation in boiler systems. It is also used for
line pipes in oil and petroleum industries, for water wells and for water, gas and sewage purposes.
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Galvanized Steel Pipes

Galvanized Steel are those steel that has been covered with a layer of zinc metal. During galvanizing, steel
is immersed in a molten zinc bath, ensuring a tough, uniform barrier coating. Zinc's natural corrosion
resistance provides long-term protection, even in outdoor environments.

Apart from preventing water corrosion, it is equally effective in dry, indoor environments.

Pipes and tubing made of galvanized steel has long been one of the most used building materials in the
world. For decades, designers, builders and consumers seeking long-term structural performance in the
harshest of outdoor applications have turned to zinc-coated steel pipes. Zinc-coated galvanized steel pipes

and tube resists the attack of wind, water and road salts.
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CHENGHE PIPE PRODUCTS

Seamless Pipes

Seamless (SMLS) Steel Pipe is made from a solid round steel 'billet' which is heated and pushed or pulled
over a form until the steel is shaped into a hollow tube. The seamless pipe is then finished to dimensional and
wall thickness specifications in sizes from 1/2 inch to 16 inch.

Large Diameter

We have UOE, JCOE and ERW lines, which can produce D/LSAW and ERW pipe with outside diameter in
range from 12 inches to 48 inches (323.8mm 1219.2mm). Our products can comply with various standards such
as ASTM A53,ASTM A106,API 5L etc. Our coating plants are capable of producing single/double layer fusion-
bond epoxy (FBE), two/three layers polyethylene/polypropylene (3LPE/3LPP) and bitumen external coating,
liquid epoxy, bitumen and cement interior coating which meet international coating standards.
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Special requirements Customization

If you have the special requirements ,we also can do our best to offer the products.

Processing services Chenghe offers:

—-special specifications

—-special steel materials(include the heat treatment)
——ends (thread, swagger, grooved)

—--bending, hole punching, welding

—-coating & painting inside and outside (UV, PE ,PVC etc.)

Product Applications
Automotive
Construction
Agricultural

Exercise Equipment

Off Road
Appliance
SWAGER
THREADING&COUPLING THREADING

POWDER COATING

BLACK GROOVE

UV COATING
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EMT (Electrical Metal Tubing)

Our EMT is manufactured from high—quality, CRC,. Produced by the electric resistance welding (ERW)

process, the finished tube is uniform in OD size, wall thickness, and ductility. The exterior and interior surfaces

are thorough and evenly coated with zinc using an inline galvanizing process, so that metal-to-metal contact

and galvanic protection against corrosion are provided. After, the interior surface will be coated with organic

lubricating coating to reduce friction, for easier wire pulling and Pushing.

EMT Dimensions and Weights
Chart(Standard:UL797 C80.3 WW-C-563)

Trade Metric A e A e Nominal Wall Approx. Wt. Per
Size Desi Thickness 100 Ft. (30.5M)
in. mm im. mm Ib. kg
1/2 16 0.706 17.9 0.042 1.07 30 13.6
3/4 21 0.922 23.4 0.049 1.25 46 20.9
1 27 1.163 29.5 0.057 1.45 67 30.4
1-1/4 35 1.51 38.4 0.065 1.65 101 45.8
1-1/2 41 1.74 44.2 0.065 1.65 116 52.6
2 53 2.197 55.8 0.065 1.65 148 67.1
2-1/2 63 2.875 73 0.072 1.83 216 98
3 78 3.5 88.9 0.072 1.83 263 119.3
3-1/2 91 4 101.6 0.083 2.1 249 158.3
4 103 4.5 114.3 0.083 2.11 393 178.2

Outside diameter tolerances:

Qty. In

Master Bundle

ft. m
7000 2135
5000 1525
3000 915
2000 610
1500 457.5
1200 366
610 186.1
510 155.6
370 112.9
300 91.5
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STEEL ELECTRICAL CONDUIT

RSC(Rigid Steel Conduit)

The Rigid Steel Conduit (GRC) is manufactured from high-quality, flat-rolled steel. Produced by the

IMC (Intermediate Metal Conduit)

Our Intermediate Metal Conduit (IMC) is manufactured from high-quality, electric resistance welding (ERW) process, the finished tube is uniform in OD size, wall thickness, rigidity and

flat-rolled, domestic steel. Produced by the electric resistance welding (ERW) ductility. The use of quality steel, carefully controlled processing and modern equipment all contribute to this
process, the finished tube is uniform in OD size, wall thickness, and rigidity. Our product's reputation for quality. The Rigid Steel Conduit offers the highest available strength, rigidity, ductility,

IMC offers lower material costs because of its thin walls, light weight and lower system safety and protection. It's suitable for the most demanding industrial/ commercial building and on

shipping costs. Its consistently accurate metallurgical properties and smooth struction service, indoors or outdoors.

surfaces reduce installation costs.

IMC Dimensions and Weights Chart
(Standard:UL1242 C80.6 WW-C-581) RSC Dimensions and Weights Chart
(Standard:UL6C80.1 WW-C-581)

1INANOD TVOIHL1O313 1331S

o Metric o = T . Approx. Wt. Per Qty. In
Trade Size pogignator N © Wallk 100 Ft. (30.5M) Master Bundle .
Trade Mﬂtrlc Nominal Outsid Nominal Wall Approx. Wt. Per Qty. In
i Mm i Mm Lb. Kg Pes Size Designator T 100 Ft. (30.5M) Master Bundle
1/2 16 0.815 20.7 0.078 1.98 61.46 27.88 169 in. mm im. mm Ib. kg Pcs
3/4 21 1.029 26.1 0.083 2.10 83.58 37.91 127 112 16 0.84 213 0.104 26 82 a7.2 169
1 27 1.290 32.8 0.093 2.35 118.66 53.82 91 a4 21 1.05 26.7 0.107 27 109 49.4 127
1-1/4 35 1.638 41.6 0.095 2.42 157.23 71.32 61
1 27 1.315 33.4 0.126 3.2 161 73 91
1-1/2 41 1.883 47.8 0.100 2.54 190.64 86.47 61
1-1/4 35 1.66 42.2 0.133 3.4 218 98.9 61
2 53 2.360 59.9 0.105 2.67 253.39 114.94 37
2-1/2 63 2.857 72.6 0.150 3.81 43462  197.14 a7 15l A 52 52 ChERL || 98 263 i) 81
3 78 3.476 88.3 0.150 3.81 533.81 242.13 19 2 53 2.375 60.3 0.146 3.7 350 158.7 87
3-1/2 91 3.971 100.9 0.150 3.81 613.42 278.24 19 2-1/2 63 2.875 73 0.193 4.9 559 253.5 37
4 103 4.466 113.4 0.150 3.81 692.39 314.06 19 3 78 35 88.9 0.205 5.2 727 329.7 19
3-1/2 o1 4 101.6 0.215 5.5 880 399.1 19
Outside diameter tolerances: 4 103 4.5 114.3 0.225 5.7 1030 467.1 19
2(16mm) 5 129 5.563 141.3 0.245 6.2 1400 634.9 o
e 1-1/4"(36mm) t 10ir 2—-1/2"(63mm) through 4"(103mm)
6 155 6.625 168.3 0.266 6.8 1840 834.5 7

Outside diameter tolerances:

015 in. (.38mm) for

0. (.19mm)for tra
atolerance o

Wall thickness tolerances:

be coated with an alternate corrosion-resistant

t, and the w

Note: Length = 10 ft. (3.05m) v

nished zinc-coated
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